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AU 22

CEHCOPHBII1 YPOBHEMEP
LEVEL SENSING ELEMENT

Ocobennoctu / Main Features

- YyBCTBUTEJNBHOE U3MEPEHUE YPOBHS

- OTKpPBITBIA WM 3aKPBITBI KOHTAKT B JIIOOOM
TTOJIOXKEHUU

- JHIUTEAbHBINA CPOK OOCITYKMBaHUSI

- [lonHasa repMeTMYHOCTD

- BO3MOXHOCTb MOCTOSIHHOTO KOHTPOJISI

- Bo3MmoxxHOCTh paboThl BHE 3aBUCUMOCTU OT (hOPMBI
YCTaHOBJIEHHOIO KOTJIa

- Koppo3uoHHasi CTOMKOCTh

- Constant level control wwith high precision

- Normally possible to take open or close contact

- Long life service

- Isolated

- Continuous level control

- Operation independent of the shape of the container

- Corrosion resistant.

CeHcopHblii ypoBHeMep AYVAZ AU 22 npenHa3zHaueH
JUUIS1 OTpee/IieHUs] YPOBHS B JIIOOBIX EMKOCTSIX, KakK C
JlaBjieHWeM, Tak 1 0e3 JaBjieHus. B kauecTse
YyBCTBUTEJIBLHOTO 3JIEMEHTA BBICTYMAET MOIJIABOK U3
HEpXaBeIIE CTaJIM U YCTAHOBJIEHHBIN BO BHYTPb
TPYOKM 13 Hep:KaBelolllei CTalM MarHUT BBIMOJHSIOT
MeXaHu3M sI3bIYKOBOTro mepekiatouaress. [TormmaBok
MPOU3BOASAIINNA JTUHEWHOE U3MEHEHWE BIOJb TPYObI
OT U3MEHEHUS YPOBHS IMOAAET CUTHAI S3bIYKOBOMY
MepeKIIIoYaTesto ¢ MIOMOILbIO 3aJI0XKEHHOTO MarHuTa.
CurHaJ MmojiyyeHHbIH OT OTKJIIOUEHHOTO SI3bIYKOBOTO
nepexkItoJaTes nepeaaeTcss Ha naHeb yIpaBJieHUs
1 00padaThIBaeTCs BpalllalomMMcs pesie. Bpaiiatoieecst
peJie B 3aBUCMMOCTH OT KeJlaeMOoi paboThl
BO3JICMCTBYET Ha COJICHOU/, ABUTATENSI U HA 3aJBUXKY
¢ IBUTATeJIeM U/WIM JaHHbIC TIEpefaloTCs OnepaTopy
C MOMOIIBIO CBETOBOIO WJIM 3ByKOBOTO CUTHAJIA, TAKUM
00pa3oM KejaeMblil YpOBEHb KUJIKOCTU OCTAETCS MO/
TOJTHBIM KOHTpOJIeM omepaTopa. OyHKIIUN 1
KOHTAKTHbIE TOUKMW B TAHEJE YIPYBICHUS
peryJMupyeMbl, YTO HEOOXOAMMO yKa3aTh B 3aKase.
KoHTakTHbIE TOUKU PETYJIUMPOBKU 3aKPBITOTO U
OTKPBITOTO MOJIOKEHUM TOIKHBI HAXOIUTHCI Ha
paccTosiHuM MUHUMYM 30MM Apyr OT apyra.
OrpaHuyeHusT BEPXHETO M HIKHETO KOHTAKTHBIX TOUEK
JOJKHBI ObITh B 60MM OT (hjIaHLIa U JHA TPYOKMU.

Type AU 22 Level Sensing Element is of design for
controlling the liquid level in all pressurized and
unpressurized tanks. The stainless steel float and magnetic
reed switches located in stainless steel tube are the main
sensing element. Float which moves vertically up and
down on a slide tube following the level of the liquid.
An annular permanent magnet located in the float excite
a guide tube where in reed switches are placed.
Magnetized reed switch turn in to close position and
produces signals. The relay circuit according to users
request actuating motor selonoid and motor valve. Due
to the request if provided lightened and voiced signals
give information to user. The requested level is keeped.
Operating shape and contact points are arranged
according to users request and should be indicated when
ordering. Minimum distance between contacts is 30 mm.
The limit of top and bottom contact from flange and
bottom of tube is 60 mm.

PABOYME YCIIOBU / OPERATING CONDITIONS

Mak. paboyas Temreparypa 150°C

Max. Operating Temperature

Mak. paﬁot{_ee JlaBJieHUE 16 bar

Max. Operating Pressure

Hanpsckenue Hanpsxenue cetu / Network voltage
Voltage 220V - 50 Hz.

CoennHeHue CraHiapTHOE COeIMHEHNE 3 JIMHUI CM. puC.
Connection Standard 3 lines connection as shown in sketch

Cdepni npumenennst / Typical Applications

BoaocToky v KaHaIM3alMOHHbBIE CUCTEMBbI

ClvBHbBIE U HAMOJHUTEJIbHbIE EMKOCTHU

LlucTepHbl ¢ XMMUYECKUM U HE(PTEXMMUUECKHUM COCTAaBOM
Bbaku ¢ xxugkum OyTaHOM, MPOMAHOM JJIsI XMMUU U HeDTU
Kotibl 1151 mpor3BoAcTBa MULIEBOTO Macja

LlucTepHbl C IU3€JbHBIM TOIJIMBOM W F€HEPATOPHI
3amepbl ypoBHS peku y Oapxeit nau namo

PbIOHBIE TMTOMHUKY - aKBapUYMbI

TonnuBHBIE 6akM BeprojieTa, 6aTUCKahOB 1 CyIOB

Waste water and sewage plants

Filling and charging containers

Chemical and petrochemical tanks

Oil and gas process

Food processing

Level control of river water at barages

Fishing vessels

Submarine, helicopter, ship fuel tanks.
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100x120x180 mm.

OBPA3LbI MTPUMEHEHUM / APPLICATION EXAMPLES
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YpoBHeMep :
YcraHoBKa Ha TaHe b
Sl e XOIISTYMM 30JI0THUKOM
716 Level gauge :
Panel installation
793 with rail valve
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B KpyrabIxX uiav UMIMHIPUYECKUX KOTIAX

For spherical and cylindirical tanks
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Cucrembl ¢ IEPEXOAHBIM COCIUHEHUEM
By-pass system connection

3AITACHBIE YACTH / SPARE PARTS

1 ®rnanen / Flange st PN16 u DN100 Ymiepoaucrtas ctaib (HepxaBerolasi ctaib moj 3aka3) / Carbon Steel (On demand stainless steel)
2 Tpy6ka / Tube Hepxageroiuas craib / Stainless Steel

3 TTornaBok / Float Hepxageroias craib (Ted1oH noj 3aKas) / Stainless Steel (on demand teflon)

4 Kpsiuka / Cover AJIOMUHUEBBII BIIPBICK / Aluminium injection

COEOVHEHUY / CONNECTIONS

Kak rmokaszaHo Ha cxeMe HOMepa ITPOBOIOB
YYBCTBUTEJILHOTO 3JIEMEHTa U MHAUKATOpa
(CueTurKa) JOJKHBI ObITh OJMHAKOBBIMU.
ITpoBoma 7 1 8 MOACOEIMHSIOTCS K CETH.
B ciyyae KOHTpOJISI OMHOBPEMEHHO JIBYX
YYBCTBUTEJIBHBIX 3JIEMEHTOB IIPOBOIA
4-5-6 COEIMHAIOTCH B OIMHAKOBOM
nopsiike. KoHTpoIIb ocylilecTBisieTcs: ¢
IOMOILIBIO BbIOOpa 0akoB 1 1 2 Ha maHeIu
yIpaBICHHUS.

As shown on the picture contact
switch and indictaor wire-ends
numbers must be similar. Connect
the cables with related numbers
connect 7 and 8 to the network
supply. In case of controlling both
contact switches wire-ends number
4-5-6 must be joined with the same
one. Control operation must be done
by using tanks number 1 and 2.

YyBCTBUTEIBHBIN 2JIEMEHT VIH_ZLVIKaTOP (cueTyuk)
Contact switch Indicator
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