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EG 11

CEHCOPHbBIN YPOBHEMEP
(C Hudpossim ducmnieem)
LEVEL SENSING ELEMENT
(With Digital Display)

Ocobennoctu / Main Features

DJIeKTPOHHOE TOYHOE U3MEPEHUE

IMupokuit acCOPTUMEHT HACTPOEK U MCIOJb30BaHU I
INonHas repMEeTUYHOCTh

JnuTenbHbIA CPOK 0OCITYyKUBAHMS

HenpepbIBHBINT KOHTPOJIb

He3aBucumoe oT eMKOCTU (PYHKIIMOHUPOBAHUE
YcraHoBKka aucruies Ha J1000M pacCTOSIHUU
(ueHTpasbHbIC TTAHEIU YIPABJICHUS U T.I.)
OJIHOBpPEMEHHBINT KOHTPOJIb IBYX KOTJIOB OJHUM
TMHUCTUIEEM.

- Various internal adjustment and application

- Isolation

- Long service life

- Contant indication of level with high precision

- Continuous level control

- Operation indepent of the shape of the container

- Possible remote indication of level extremely long lines
- Possible level indication of two tanks together

with the same display.

AYVAZ EG 11 - 310 npubOp yrnpaBieHUsT TPUMEHSIEMBbIi
B 3aKPbITBIX LUPKYJIUPYEMbIX KOTIaX. [JTaBHbIM
5JIEMEHTOM M3MEPEHUS BBICTYIIAET MEPEeNatOIInii
CUTHAJ YPOBHSI MOIUIAaBOK, KOTOPBIN JABMXKETCS IO
TpyOe. IIpuHLMIT paboThl Mepenayu curHajia
3aKJII0YAETC B IBMDKEHUM TIOIJIaBKa, TJ€ YPOBEHb
KOTJ1a TiepeaaeTcss HaxXOASIIMMCS BHYTPU MOILJIaBKa
MarHMTOM $I3bIYKOBOMY TEPEKIIIOYATEI0, KOTOPhII
nepeaaeT CUrHaja OTKPbITO WM 3aKPBITO Ha TUCILIEH.
Bo Bpems 3akaza mpock6a nmpouHGOpMUpoBaTh
TMIPOU3BOAUTENSL O CPENle MPUMEHEHNSI YPOBHEMEPOB.
MuHMMaIbHBIM MHTEPBAJ YCTAHOBKY Ha paboyeit
Tabauie ykazaH B 10 Mm. YpoBHemep EG 11 ¢
MOMOIBIO UYBCTBUTEIBLHOTO 3JIEMEHTA
NpeoOpa3oBbIBAET JaHHBIE YPOBHS B CTYIEHYATYIO
(yHKIIMIO, KOTOpast OTpaXaeTcsl Ha LIUGPOBOM IUCILIEE.
Hexkortopoe 3ana3abiBaHue JaHHBIX Ha JUCILIEE MOXET
OBbITh CBSI3aHO C HEMPABWJILHOM YCTAHOBKOI MHTEpBaa,
CO CKOPOCTBIO HAMOJHEHUS WIX OTTOKA KOTJIA.

* Jlas Gosee YyBCTBUTEJLHBIX M3MepeHHil MPoch0a CBA3AThCS.

Type EG 11 Level Sensing Element is of a design closed
circuit. The float is used as main sensing element. The
changing on the liquid level is caused the linear movement
by float by the tube. An permanent magnet which located
in the float provides contact the reed switches close or
open produced signal is perception by digital display. The
digital display show the position according to signals.
Static error and sensivity cam examine on type EG 11 as
follows; Truth is equal to difference between the real value
is read on display. This error related interval between the
reed switches in the tube. The readable minimum value
is determined by the interval between reed switches. The
sensivity of measuring value which is proportional to the
minimum interval between switches. With this way sensitive
control is possible to measure liquid level. The requested
sensivity has been notified by user to manufacturer.

The minimum located interval is T0 mm in technical table.
*Please consult the manufacture for sensitive controls.
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PABOYME YCIOBUSA / OPERATING CONDITIONS

Mak. paboyasi TeMnepaTypa

Max. Operating Temperature 150°C

Mak. pabouee naBieHue

Max. Operating Pressure 16 bar

Hanpsixenue
Voltage

DiekrpoHanpspkeHue / Network voltage
180-230V - 50 Hz.

1lIkana usmepeHuit
Indicating scale

MuH. 10 mm, 100 mryk B 1000 Mm
Min. 10 mm at 1000 mm, 100 pcs

CoenuHeHue
Connection

Kak nokazaHo 3 cTaHIapTHBIX
JIMHWI COeTMHEH WS

Standard 3 lines connection as shown in sketch

Cdepnl npumenenns / Typical Applications

BonocToku u KaHaau3aluMOHHbIE CUCTEMbI

CuBHBIE Y HATIOJIHUTEIBHBIE eMKOCTH

LlucTtepHbl ¢ XMMUYECKUM U HE(DTEXUMUIECKUM COCTAaBOM
baku ¢ xuakum OyTaHOM, MPOMAHOM JIJII XUMUU U He(TH
KoTnbl 1151 Mpon3BOACTBa MUIIIEBOTO Macja

LlucTepHbl ¢ AU3EIbHBIM TOIJIMBOM U F€HEPATOPhI
3amepnl ypoBHS peku y Oapxeil uau namo

PrIOHBIE TMTOMHUKH - aKBapUYMBbI

TonnuBHBIE OakKM BepTojieTa, 6aTUCKAa(hOB 1 CyIOB

Waste water and sewage plants
Filling and charging containers
Chemical and petrochemical tanks
Oil and gas process

Food processing

Level control of river water at barages
Fishing vessels

Submarine, helicopter, ship fuel tanks.
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OBPA31Ibl TPUMEHEHWM / APPLICATION EXAMPLES

S
/S

B KpyribIx Wiy LMIMHAPUYECKUX KOTJIA!
For spherical and cylindirical tanks

CucTeMbl C MEPeXOAHBIM COETMHEHUEM
By-pass system connection

X

3AITACHBIE YACTU / SPARE PARTS

st PN16 1 DN100 Ymiepoaucras cTaib (HepxKaBeroliasi ctajib MoJ 3aKa3) /

1 ®nanen / Flange

Carbon Steel (On demand stainless steel)

Tpy6a / Tube

Hepkageroinast crajib / Stainless Steel

IMorutaBok / Float

Hepxkaseroiuas craib (TedsioH nmoj 3akas) / Stainless Steel (On demand teflon)

Sl w N

Kppriika / Cover

AMOMMHMEBBII BIIpbICK / Aluminium Injection

TEXHUYECKAA XAPAKTEPUCTUKA /
TECHNICAL DATA

COEJAMHEHMUMA / CONNECTIONS

VPOBEHDb XKUIKOCTU

liquid level qgq¢
a9
A
qe
|
] P BpeMs /
Bpems / time (t) Y (t)
qg : 3HavyeHue npu Bxoxe / Input
qc : 3HayeHue npu Bbixoe / Output
At : PazHuua Bo Bpemenu / Time diff.
| : MurepBan nepexioyatesneii / Switch CC diff.
Ah : Pasznuua yposns / Level diff.

Kak mnoka3zaHo Ha cxeme HOMeEpa TpOBO/IOB

. 220 vV 50 Hz

1yBCTBUTEJILHOTO 37IEMEHTA M MHAMKATOpa

(CyeTyMKa) JOJKHBI ObITh OIMHAKOBBIMU. /1

TIpoBona 7 u 8 noacoenMHsIIOTCS K ceT. B cydae L L - N - -

KOHTPOJIsl OIHOBPEMEHHO JIBYX YyBCTBUTEIBHBIX ! |

9JIEMEHTOB MPOBOJa 4-5-6 coennmHsIOTCs B 1 | |

oHaKoBoM nopsiike. KoHTposb ocyiecTssiercst 1

C MOMOIIIbIO BbIOOpa 6akoB 1 U 2 Ha maHen ! O O O | 1 O d) d) [@)(e](e) O O 1

yrpaBTeH.  lololo] ' 1 [olojojolojojolo]

As shown on the picture contact switch and indictaor I 1

wire-ends numbers must be similar. Connect the I 123 1 1 12345678 |
vith related numbers connect 7 and 8 to the | 3 e e e e e e

r ork supply. In case of controlling both contact = — = T = .

switches wire-ends number 4-5-6 must be joined YyBCTBUTENBHBIH Wnpukarop (cueTuuk)

with the same one. Control operation must be done BJIEMEHT Indicator

by using tanks number 1 and 2 Contact switch
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