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FANTINI COSMI

PN 16 PEI'YJIATOP YPOBHA KOTJIOB
PN 16 LEVEL REGULATOR

Ocobennoct / Main Features

Perynsaropsl ypoBHST KOT/I0B cepun A1 u A2
MpeaHa3HaYeHbI Ui KOHTPOJISI, HAOMIOACHUS 1
PEeryJIMPOBKY YPOBHS XUAKOCTU B OTKPBITHIX U
3aKPBITHIX KOTEJbHBIX pe3epByapax. Peryasitopsl
ypoBHs KOT10B FANTINI CLOSMI TTprMeHSIIOTCST B JTIOOBIX
KOTJIaX 1 pe3epByapax ¢ MaKCUMaIbHbIM aTMOC(hepHbIM
JIaBjaeHueM 16 bar 1 UMeeT ABa TPEXyPOBHEBOTO
PTYTHOTO KOHTAKTHOTO TaTpyOKa, KOTOpbIe
obecreunBaloT 3 MO3UILIMU MycKa U CTOII.

A1 and A2 Type FANTINI COSMI Level Regulators are
used to control and regulate the liquid level in boilers by
means of 2 mercury switches which gives three mode of
operation at different levels.

[Ipunnun padotsl / Operating principle:
CurHajibl JBMXXEHHUSI MOIJIABKA MePeatoTCsl yepes
BaJI U3 HEepXKaBEIOLIEN CTall Ha YYBCTBUTEIbHbBIE
MEPEKIIIOYATENN, KOTOPBIE MPEAYNPEXKIAIOT OrepaTopa
MpY NIEPETIOJIHEHNUN U TIEPETPY3Ke KOTJIa UM Hacoca.
The rising or falling of liquid level moves the float slightly
up or down which activates the mercury switches. These
may be used to control a burner and a pump and warn
the user by an alarm at the dangereous level.

Coenunenne / Connection:

Perynsmop yposHst A1 nMeeT duiaHLIEBbIE COSIMHEHMS K KOTITy
7 pesepByapam, Korma A2 MIMeeT COeIMHEHUE TPpyoJaToro
TIEPEXOIHMKA.

A1 may be connected to the tank or boiler using flanges whereas A2
is connected using a by-pass tube.

TI'apanTug / Guarantee :

Perynsmopbl ypoBHST AYVAZ HaxomsITest o, TapaHTyeid Ha
HEMCITPABHOCTb O0OPYIOBAaHMsI M Ha OpaK UCIIOIB30BAHHOTO
Mareprara. 3a MPOU3BOIUTEIEM COXPAHEHO TPaBO M3MEHEHMST
TapamMeTpoB Oe3 MPEyNPEXICHMSL.

AYVAZ Level Regulators camy a guarantee against faulty workmanship
and material. We reserve the right to change specifications without
notice.

Texrmueckas xapakrepuctika / Technical data

IomnaBok / Float material :
Heprkaserorast cranmb AlSl 316 (C TeduIOHOBBIM MOKPBITHEM) Stainless
steel AISI 316 (teflon coated)

CrambHoii mmoK (mpyt) / Rod material ;
Hepraseroriast cramb AlSI 316 / Stainless steel AlSI 316

T'oppei / Bellows material :
Hepsxaserorias cranb AlSI 316 L / Stainless steel AlSI 316 L

CoemmmnyrensHad Aetamb / Connection head :
AMOMUHUEBBIN cruiaB / Aluminium injection

JlaBnenue / Pressure resistance :
TTon 3aka3 mak. 16 bar /

Max. 16 bar application available on request

Kopnyc / Body :

CrmiaB GGG 40.3 ¢ MakCUMaJIbHBIM AaBjieHueM 25 bar,
MO 3aKa3 BO3MOXKHO M3 HeprKaBelollel cTamu /

GGG 40.3 nodular iron. For max. 25 bar application, stainless steel body
available

DrekTpocoeTHenue nepexmoyareneii / Switching capacity
380V 3A 1.1kW AC
220\ 1A 220VA DC

KontpomHbiii muanason / Control range :
15-75 mmfor A1
15-30 mm for A2

Hncransmm / Installation :

TopuzonTansHas / Lateral
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CEPUA A1/ A1 TYPE
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HOBBIN ®JIAHIIEBBII KOPIIYC / NEW FLANGED BODY
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CEPUA A2 / A2 TYPE

[TorutaBok M3 HepxkaBelolei
cTajay ¢ 25 aT™M. JaBlIeHUM
Stainless steel PN 25 float

Ban (mrTok)

M3 HEpX. CTalu
PerynupoBovHbIit Stainless steel rod
BUHT YPOBHSI

Level adjusting screw

DIIeKTpOonpoBoaa
C CWJIMKOHOBBIM
HM30JIUPYIOLIAM CwibhoH u3
A1 A2 MaTepuaiom HEepX. CTaan
Silicon isolated Stainless steel
cables bellows
mm
A 100 @ -
P gOCHHHeHMe - R1 XomyT
onnection
BpalLleHUsI
B mm 145 - Bearing pivot
c mm 1250/ 6x11.50 -
H mm 210 245 LngHHp
Swing
K mm 85 70 ONMHOYHBI PTYTHBI
L mm 220 300
TepeKITIIouaTeNb
Single action mercury
M it
mm 205 switch
N mm 160 160
JIBOMHOM PTYTHBII
0 mm 950 - MepeKIIIouaTeb
S mm - Double action
mercury switch
Bec y
Weight KT. 6 11
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